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Benefits

 High refresh rate, high gray scale and 160° viewing angle

 Supports calibration technology, ensuring product colour 
   and brightness appear more uniform and consistent

 Multiple installation methods including backframe, 
   embedded, and support for embedded installations
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Recommended Applications

Retail Stores  Shopping Malls  Conference Rooms  Airports  Churches

Specifications

Model P15 P16 P18
Pixel Pitch 1.579mm 1.67mm 1.875mm

Pixel Density 401111 dots/m2 360000 dots/m2 284444 dots/m2

Cabinet Resolution 304 dots x 304 dots 288 dots x 288 dots 256 dots x 256 dots
Cabinet Dimension 480mm x 480mm x 65mm 480mm x 480mm x 65mm 480mm x 480mm x 65mm

Cabinet Material Die-casting aluminium Die-casting aluminium Die-casting aluminium
Cabinet Weight 5.5kg/panel 5.5kg/panel 5.5kg/panel
Colour Depth 13  14  Bit 13  14  Bit 13  14  Bit
Refresh Rate  3840 Hz  3840 Hz  3840 Hz
Driver Mode Constant current driver Constant current driver Constant current driver
Brightness  600 nits  600 nits  800 nits

Viewing Angle H 160°, V 140° H 160°, V 140° H 160°, V 140°
AC Power Input AC 100V  240V AC 100V  240V AC 100V  240V

AC Power Frequency 50  60 Hz 50  60 Hz 50  60 Hz
Max Power Consumption 680W/m2 680W/m2 570W/m2

Average Power Consumption 230W/m2 230W/m2 200W/m2

IP Rating Front IP40, Rear IP30 Front IP40, Rear IP30 Front IP40, Rear IP30
Operating Temperature 10°C  40°C 10°C  40°C 10°C  40°C

Installation Type Fix/front installation Fix/front installation Fix/front installation
Cabinet Maintenance Front/rear maintenance Front/rear maintenance Front/rear maintenance
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Recommended Applications

Retail Stores  Shopping Malls  Conference Rooms  Airports  Churches

Specifications

Model P20 P25 P30
Pixel Pitch 2.0mm 2.5mm 3.0mm

Pixel Density 250000 dots/m2 160000 dots/m2 111111 dots/m2

Cabinet Resolution 240 dots x 240 dots 192 dots x 192 dots 160 dots x 160 dots
Cabinet Dimension 480mm x 480mm x 65mm 480mm x 480mm x 65mm 480mm x 480mm x 65mm

Cabinet Material Die-casting aluminium Die-casting aluminium Die-casting aluminium
Cabinet Weight 5.5kg/panel 5.5kg/panel 5.5kg/panel
Colour Depth 13  14  Bit 13  14  Bit 13  14  Bit
Refresh Rate  3840 Hz  3840 Hz  3840 Hz
Driver Mode Constant current driver Constant current driver Constant current driver
Brightness  800 nits  900 nits  900 nits

Viewing Angle H 160°, V 140° H 160°, V 140° H 160°, V 140°
AC Power Input AC 100V  240V AC 100V  240V AC 100V  240V

AC Power Frequency 50  60 Hz 50  60 Hz 50  60 Hz
Max Power Consumption 520W/m2 520W/m2 550W/m2

Average Power Consumption 170W/m2 170W/m2 190W/m2

IP Rating Front IP40, Rear IP30 Front IP40, Rear IP30 Front IP40, Rear IP30
Operating Temperature 10°C  40°C 10°C  40°C 10°C  40°C

Installation Type Fix/front installation Fix/front installation Fix/front installation
Cabinet Maintenance Front/rear maintenance Front/rear maintenance Front/rear maintenance


