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01
D) Flood Light

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 16W  ALUMINUM+GLASS 200*150*56MM
AC85-265V 36W  ALUMINUM+GLASS 270*215*56MM
AC85-265V 40W  ALUMINUM+GLASS 200*150*56MM

CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 1280LM+10% >0.95 80
3000K/4000K/6000K 2880LM +10% >0.95 80
3000K/4000K/6000K 3200LM £10% >0.95 80

BEAN ANGLE
15°/45°/60°
15°/45°/60°
15°/45°/60°
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 12W  ALUMINUM +GLASS ®150MM
AC85-265V 18W  ALUMINUM +GLASS ®180MM
AC85-265V 36W  ALUMINUM +GLASS ®230MM
CCT LUMINOUS POWER FACTOR CRI

3000K/4000K/6000K 960LM£10% >20.95 80

3000K/4000K/6000K 1440LM +£10% >0.95 80

3000K/4000K/6000K 2880LM £10% >0.95 80

BEAN ANGLE
15/45/60°
15/45/60°

15/45/60°

LED Flood Light

LD-FL-A

LD-FL-B



LED Flood Light

LD-FL-C

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V ALUMINUM+GLASS 180*180*158MM

LUMINOUS POWER FACTOR CRI BEAN ANGLE

2400LM +10% 80 15/30/45/60°

INPUT VOLTAGE POWER MATERIAL

DIMENSION

AC85-265V 18W ALUMINUM+GLASS

®150MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE

3000K/4000K/6000K 1440LM*10% >0.95

80  15/30/45/60°

LD-FL-D

~— .
©

LD-FL-EC

LED Flood Light

LD-FL-ED

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 24W  ALUMINUM+GLASS  ®158*246MM
LD-FL-EC
cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 1920LM+10% 20.95 80 60/90°
INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 30W

LD-FL-EC
CCT LUMINOUS

ALUMINUM +GLASS ®158*246MM

POWER FACTOR CRI BEAN ANGLE

3000K/4000K/6000K 2400LM*10%

20.95 80 23




LED Flood Light LED Flood Light

"1

INPUT VOLTAGE POWER MATERIAL DIMENSION

INPUT VOLTAGE POWER  MATERIAL DIMENSION
AC85-265V 9*2W  ALUMINUM+GLASS 135*210MM AC85-265V 6W ALUMINUM ®110MM
AC85-265V 18W ALUMINUM ®170MM
AC85-265V 36W ALUMINUM ®206MM
cCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 1440LM+10% >0.95 80 25/45° LD-FL-F CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE LD-FL-H
3000K/4000K/6000K 480LM+10% >0.95 80  15/30/45/60°
3000K/4000K/6000K 1440LM+10% >0.95 80  15/30/45/60°
3000K/4000K/6000K 2880LM+10% >0.95 80  15/30/45/60°

INPUT VOLTAGE POWER  MATERIAL DIMENSION

AC220-240V 15W ALUMINUM 10*11*3CM
AC220-240V 30W ALUMINUM 11.5*13*3CM
INPUT VOLTAGE POWER  MATERIAL  DIMENSION ooy W ALUMINUML  145%17%35CM
AC85-265V 24W ALUMINUM 220*90*H205MM
cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE 3000K/4000K/6000K 1200LM+10% >20.95 80 120°
3000K/4000K/6000K 2400LM+10% >20.95 80 120°
3000K/4000K/6000K 1920LM+10% >0.95 80  15/30/45/60° 3000K/4000K/6000K 3600LM+10% >0.95 80 120°




LED Flood Light LED Flood Light

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 15W  ALUMINUM+GLASS 195*155*55MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

LD-FL-J 3000K/4000K/6000K 1200LM+10% >0.95 80  30/45/60°

LD-FL-L

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 30W ALUMINUM+GLASS  140*107*32MM

AC85-265V S50W ALUMINUM+GLASS  265*220*47.5MM

AC85-265V 8OW ALUMINUM+GLASS  300*245*49.5MM

AC85-265V 100W ALUMINUM+GLASS  345*295*53.5MM

AC85-265V 150W ALUMINUM+GLASS  365*330*53.5MM

INPUT VOLTAGE POWER  MATERIAL DIMENSION AC85-265V 200W ALUMINUM+GLASS  400*360*53.5MM

F—— T — AC85-265V  300W/400W/500W ALUMINUM+GLASS  470.2*536.7*69.2MM

AC85-265V 24W  ALUMINUM+GLASS 160*160*195MM CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE 3000K/4000K/6000K 2400LM+10% >0.95 80 120°
3000K/4000K/6000K 4000LM +10% >0.95 80 120°
3000K/4000K/6000K  960LM +10% >0.95 80  30/45/60° 3000K/4000K/6000K 6400LM+10% >0.95 80 120°
3000K/4000K/6000K 1920LM+10% >0.95 80 30/45/60° 3000K/4000K/6000K 8000LM +10% >0.95 80 120°
LD-FL-K 3000K/4000K/6000K 12000LM+10% 20.95 80 120°
3000K/4000K/6000K 16000LM+10% >0.95 80 120°

3000K/4000K/6000K 24000/32000/40000LM+10% 20.95 80 120°




LED Flood Light

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 300W ALUMINUM 460*338MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K/RGB  2400LM+10% >0.95 80 120°

LD-FL-M

Save up to 80%of you energy bill
120° beam angle

Made of high quality rugged aluminum
housing,tempered glass with UV
powder coated.

Reasonable structure of heat
dissipation slot .good cooling
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B super brig IP 65 waterproof rating for outdoor use = , ¢ R\
Strong toughed tempered glass 180 degree swivel bracket EhG ‘ AS |
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the angle of the
rotation can be left
and right or up and
down

The light can be
selected as wireless
model




1 1 / LED Street Light LED Street Light
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INPUT VOLTAGE POWER MATERIAL DIMENSION
AC100-277V 50W ALUMINUM 460*205*110MM
AC100-277V 100W ALUMINUM 520*260*120MM
AC100-277V 150W ALUMINUM 580*290*130MM
AC100-277V 200W ALUMINUM 750*350*140MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE

3000K/4000K/6000K 6000LM >0.95 65 120°
3000K/4000K/6000K  12000LM >20.95 65 120°
3000K/4000K/6000K  18000LM >0.95 65 120°
3000K/4000K/6000K  24000LM >0.95 65 120°

LD-STL-B

43 N\
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC100-277V AC200-480V SOW ALUMINUM 616*250*72MM
AC100-277V AC200-480V 100W ALUMINUM 616*250*72MM
LD-STL-AA AC100-277V AC200-480V 150W ALUMINUM 616*250*72MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
INPUT VOLTAGE POWER MATERIAL DIMENSION
3000K/4000K/6000K  6500LM+10% >0.95 >80 120°
3000K/4000K/6000K  13000LM+10% >0.95 >80 120° AC85-265V 30W ALUMINUM 360*110*50MM
3000K/4000K/6000K  19500LM+10% >0.95 >80 120° AC85-265V 60W ALUMINUM 410*120*5S0MM
\. J AC85-265V 90w ALUMINUM 440*140*50MM
AC85-265V 120W ALUMINUM 600*160*60MM
- N AC85-265V 150W ALUMINUM 620*180*60MM
POWER
INROTNOLTAGE O MASERIAL DINTENSION CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE 3
AC100-277V AC200-480V 200W ALUMINUM 616*420*80MM 3000K/4000K/6000K  3000LM+10% 50,05 80 1900
AC100-277V AC200-480V 240W ALUMINUM 616*420*80MM : 5
AC100-277V AC200-480V 320W ALUMINUM 616*420*80MM S SUDOR/OUOUK, DROTLM E10 20.9 oy 10
LD-STL-AB z 3 3000K/4000K/6000K 9000LM+10% >0.95 80 120°
3000K/4000K/6000K 12000LM+10% >0.95 80 120°
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE 3000K/4000K/6000K  15000LM +10% >0.95 80 120°
3000K/4000K/6000K  26000LM+10% >0.95 >80 120° LD STL C
3000K/4000K/6000K  31200LM+10% >0.95 >80 120° - 3
3000K/4000K/6000K  41600LM+10% >0.95 >80 120°
\_ Y,

‘.ﬁ '



LED Street Light LED Street Light

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 20W ALUMINUM  315*128*76MM
gy et B b S Sy INPUT VOLTAGE POWER  MATERIAL  DIMENSION
ﬁggi‘;ggg 13833 ﬁtb’m:mgm ggg:gl;:ggmm AC85-265V 120W  ALUMINUM+PC  598*257.1*93MM
AC85-265V 150W  ALUMINUM+PC  598%257.1%93MM 2
ccT LUMINOUS POWERFACTOR CRI BEAN ANGLE -
3000K/4000K/6000K  2000LM+10% 50.95 80 120° ccT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  3000LM+10% >0.95 80 120°
3000K/4000K/6000K  5000LM+10% >0.95 80 120° 3000K/4000K/6000K 12000LM+10%  >0.95 80 120°
LD-STL-D 3000K/4000K/6000K  10000LM+10% >0.95 80 120° 3000K/4000K/6000K 15000LM£10%  20.95 80 L LD-STL-F
3000K/4000K/6000K  15000LM+10% >0.95 80 120°

INPUT VOLTAGE POWER MATERIAL DIMENSION

INPUT VOLTAGE POWER MATERIAL  DIMENSION

AC85-265V SOW  ALUMINUM  320*471/406*88MM
AC85-265V 100W ALUMINUM 320*542/477*88MM AC85-265V 30W ALUMINUM+PC §2*24*22CM
AC85-265V 150W  ALUMINUM  320*613/548*88MM iy o BUMINUMARE Eo%aooent
AC85-265V 200W  ALUMINUM  320*684/619*88MM ACHE DEEV S6  AUNTNO b Bsri5cis
AC85-265V 250W  ALUMINUM  320*755/690*88MM nEaR=sRE e I e e o Rl enn
ccT LUMINOUS POWERFACTOR CRI BEAN ANGLE
ccT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  6500LM+10% >0.95 70/80  30°/80*140°
3000K/4000K/6000K 13000LM+10% >0.95 70/80  30°/80*140° 3000K/4000K/6000K  3000LM+10% >0.95 80  120%60°
LD-STL-E 3000K/4000K/6000K 19500LM+10% >0.95 70/80  30°/80*140° 3000K/4000K/6000K  4000LM+10% >0.95 80  120%60°
3000K/4000K/6000K  26000LM+10% >0.95 70/80  30°/80*140° 3000K/4000K/6000K  S000LM £10% e 50 15pens LD-STL-G

3000K/4000K/60(DK 32500LM i100/() 2095 70/80 300/80*1 400 3000K/4000K/6000K 6000I_M + 1 O% > 095 80 1 20*600




LED Street Light

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 80W  ALUMINUM+PC  570*290*98MM
AC85-265V 100W ALUMINUM+PC  570*290*98MM
AC85-265V 120W  ALUMINUM+PC  570%290*98MM
LD-STL-H cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K ~ 8000LM:+10% >0.95 80  120°60°
3000K/4000K/6000K 10000LM+10% >0.95 80  120°60°
3000K/4000K/6000K 12000LM+10% >0.95 80  120°60°

INPUT VOLTAGE POWER MATERIAL DIMENSION

LED Street Light

LD-STL-J LD-STL-K

AC85-265V 150W ALUMINUM+PC 570*290*98MM

AC85-265V 180W ALUMINUM+PC 570*290*98MM

LD-STL-I cCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 15000LM+10% >0.95 80  120%60°
3000K/4000K/6000K 18000LM+10% >0.95 80 120*60°

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 40W ALUMINUM +PC 365.8*135*89.3MM
LD-STL-)J
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 4000LM+10% >0.95 80 145*65°
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 100W ALUMINUM+PC 631.7*215*89.3MM
LD-STL-K
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 10000LM+10% >20.95 80 145*65°




LED Street Light LED Street Light \ 1 8%

-/I

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 200W ALUMINUM+PC 575*320*83MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 20000LM+10% >0.95 80 857155°

LD-STL-L

INPUT VOLTAGE POWER MATERIAL DIMENSION

DC12V 10W ALUMINUM 670*360*105MM
DC12V 20W ALUMINUM 670*360*105MM
DC12V 30W ALUMINUM 670*360*105MM
DC12V 50W ALUMINUM 670*360*105MM
cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE INPUT VOLTAGE POWER MATERIAL DIMENSION
3000K/4000K/6000K 1300LM+10% >0.95 80 70°+140° : 3 . DC12V 30W METAL 910*275*150MM
3000K/4000K/6000K 2600LM+10% >0.95 80 70°+140° DC12V 50W ALUMINUM ALLOY 1180*450*44MM
3000K/4000K/6000K 3900LM+10% >0.95 80 70°+140° ®> DC12V 60W ALUMINUM ALLOY 1180*450*44MM
3000K/4000K/6000K 5200LM+10% >0.95 80 70°+140° o -
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 3900LM+10% >0.95 80 120°
3000K/4000K/6000K 6500LM+10% >0.95 80 120°

3000K/4000K/6000K 7800LM+10% >0.95 80 120°
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' () LED Street Light .
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LED High Bay Light

e

INPUT VOLTAGE POWER MATERIAL DIMENSION

DC12V SOW ALUMINUM ALLOY  367*659MM

. ‘ <l 8 il e
' A LBBRN ““‘1."
1R .
T I

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 8000LM+10% 20.95 80 120°

LD-STL-SDA

INPUT VOLTAGE POWER MATERIAL DIMENSION : — —

DC12V 70W ALUMINUM ALLOY  367*659MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 11200LM+10% >20.95 80 120°

LD-STL-SDB




1 / LED High Bay Light , LED High Bay Light
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INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 100W ALUMINUM  ®275*H150MM
AC85-265V 150W ALUMINUM  ®320*H150MM
AC85-265V 200W ALUMINUM  ©320*H170MM
INPUT VOLTAGE POWER MATERIAL DIMENSION CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
AC85-265V 100W DIE-CASTING-ALUMINUM+PC  $280MM 3000K/4000K/6000K 11000LM+10% 20.95 80 60° LD-HBL-C
AC85-265V 150W DIE-CASTING-ALUMINUM+PC  ®280MM 3000K/4000K/6000K 16500LM+10%  20.95 80 90°
AC85-265V 200W DIE-CASTING-ALUMINUM+PC  ®280MM 3000K/4000K/6000K 22000LM+10%  20.95 80 120°
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  10000LM+10% >0.95 >80  60°/90°/120°
3000K/4000K/6000K  15000LM+10% >0.95 >80  60°/90°/120°
3000K/4000K/6000K  20000LM+10% >0.95 >80  60°/90°/120°

LD-HBL-A

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 100W  ALUMINUM ®280MM INPUT VOLTAGE POWER  MATERIAL  DIMENSION
AC85-265V 150W  ALUMINUM ®330MM
AC85-265V 2000  ALUMINUM ©380MM AC85-265V 100W  ALUMINUM  240%240*169MM
AC85-265V 150W  ALUMINUM  240*240*169MM
; 200W +280*
ccT LUMINOUS POWER FACTOR CRI BEAN ANGLE nlgasehay ALUMINUN  eflicorlizei LD-HBL-D
3000K/4000K/6000K  10000LM+10% >0.95 >83 120° ccT LUMINOUS POWER FACTOR CRI BEAN ANGLE
g%gﬁggggﬁi ;ggggtmﬂg;" ig’gg z:g 1;80 3000K/4000K/6000K 10000LM+10% 095 80 60/90°
LD-HBL-B S - 3000K/4000K/6000K 15000LM10%  >0.95 80 60/90°

3000K/4000K/6000K 20000LM+10% >0.95 80 60/90°




LED High Bay Light

INPUT VOLTAGE POWER MATERIAL  DIMENSION INPUT VOLTAGE POWER MATERIAL DIMENSION
LD-HBL-E AC85-265V 100W ALUMINUM ®310*150MM AC85-265V 100W ALUMINUM ®303*82MM LD-HBL-G
AC85-265V 150W ALUMINUM ®365*160MM AC85-265V 150W ALUMINUM ®353*112MM
AC85-265V 200W ALUMINUM ®408*170MM AC85-265V 200W ALUMINUM ®433*151MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 18600LM+10% >0.95 >80 90° 3000K/4000K/6000K  10000LM+10% 0.97 70/80  60°/90°/120°
3000K/4000K/6000K 27900LM+10% >0.95 >80 90° 3000K/4000K/6000K  15000LM+10% 0.97 70/80  60°/90°/120°
3000K/4000K/6000K 37200LM+10% >0.95 >80 90° 3000K/4000K/6000K  20000LM +10% 0.97 70/80  60°/90°/120°
INPUT VOLTAGE POWER MATERIAL DIMENSION
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 200W ALUMINUM  ®390*200MM
LD-HBL-F AC85-265V 100W ALUMINUM  280*280*149MM AC85-265V 150W  ALUMINUM  ®330*180MM LD-HBL-H
AC85-265V 150W ALUMINUM 320*320*166MM AC85-265V 200W ALUMINUM ®390*200MM
AC85-265V 200W ALUMINUM  355*355*166MM AC85-265V 100W ALUMINUM ®330*180MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 10000LM+10% 0.97 70/80 90°/120° 3000K/4000K/6000K 20000LM+10% >0.95 80 60°
3000K/4000K/6000K 15000LM+10% 0.97 70/80 90°/120° 3000K/4000K/6000K  15000LM+10% >0.95 80 90°
3000K/4000K/6000K 20000LM+10% 0.97 70/80 90°/120° 3000K/4000K/6000K 20000LM+10% >0.95 80 90°
3000K/4000K/6000K 10000LM+10% >0.95 80 90°

‘



£ 25 » LED High Bay Light

-

LD-HBL-I

LD-HBL-J

INPUT VOLTAGE POWER  MATERIAL  DIMENSION
AC85-265V 100W ALUMINUM+PC 340*170/162MM
AC85-265V 150W ALUMINUM+PC 380*175/165MM
AC85-265V 200W ALUMINUM+PC 420*220/182MM
AC85-265V 250W ALUMINUM+PC 420*220/182MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE

3000K/4000K/6000K 11000LM £10% 0.9 >80 120°
3000K/4000K/6000K 16500LM +10% 0.9 >80 120°
3000K/4000K/6000K 22000LM+10% 0.9 >80 120°
3000K/4000K/6000K 27500LM+10% 0.9 >80 120°
INPUT VOLTAGE POWER  MATERIAL DIMENSION
AC85-265V 100W ALUMINUM 321*199MM
AC85-265V 150W ALUMINUM 383*216 MM
AC85-265V 200W ALUMINUM 383*228MM
AC85-265V 240W ALUMINUM 383*228MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  10000LM:+10% >0.95 80 60°/90°
3000K/4000K/6000K  15000LM:+10% >0.95 80 60°/90°
3000K/4000K/6000K 20000LM+10% >0.95 80 60°/90°
3000K/4000K/6000K 24000LM+10% >0.95 80 60°/90°

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 100W ALUMINUM L277*%277*H126MM
AC85-265V 150W ALUMINUM L316*316*H133MM
AC85-265V 200W ALUMINUM L364*364*H138MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE

2700-7000K 12000LM £10% 20.95 >80  60°/90°/120°
2700-7000K 18000LM £10% >20.95 >80  60°/90°/120°
2700-7000K 24000LM+10% >0.95 >80  60°/90°/120°

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 200W ALUMINUM  277.89*202.75MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 20000LM+10% >0.95 80 60°/90°/120°

LD-HBL-K

LD-HBL-L



——

‘ 2 7 LED High Bay Light

\

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 150W ALUMINUM 305*171.5MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

LD-HBL-M 3000K/4000K/6000K  27500LM +10% >0.95 80  60°/90° (GLASS)100°
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LED Stadium Light

LD-STM-A

LD-STM-B

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC100-305V 480W  ALUMINUM+PC  ®460*H380MM
AC100-305V 600W  ALUMINUM+PC  ®460*H556MM
AC100-305V 720W  ALUMINUM+PC  ®460*H556MM
AC100-305V 1000W  ALUMINUM+PC  ®530*H300MM
AC100-305V 1200W  ALUMINUM+PC  ®530*H300MM
AC100-305V 1440W  ALUMINUM+PC  ®530*H300MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE

3000K/4000K/6000K 57600LM +10% >0.95 80 15°/23°/38°/45°/60°
3000K/4000K/6000K  72000LM +10% >0.95 80 15°/23°/38°/45°/60°
3000K/4000K/6000K 86400LM +10% >0.95 80 15°/23°/38°/45°/60°
3000K/4000K/6000K 12000LM +10% >0.95 80 15°/23°/38°/45°/60°
3000K/4000K/6000K  144000LM +10% >0.95 80 15°/23°/38°/45°/60°
3000K/4000K/6000K 172800LM+10% >0.95 80 15°/23°/38°/45°/60°
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INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 800W ALUMINUM+PC  720*420*270MM
AC85-265V 1000W ALUMINUM+PC  720*420*270MM
AC85-265V 1200W ALUMINUM+PC  720*420*270MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 80000LM +10% 20.95 80 10°/25°/60°
3000K/4000K/6000K 100000LM +10% 20.95 80 10°/25°/60°
3000K/4000K/6000K 120000LM +10% >0.95 80 10°/25°/60°

‘_

INPUT VOLTAGE

POWER MATERIAL

DIMENSION

AC85-265V

1200W  ALUMINUM+PC

900*420*270MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 120000LM +10%

-

-

INPUT VOLTAGE

13444%));?;_')1)){

POWER

>20.95 80 155*80°

MATERIAL

DIMENSION

AC85-265V

1440W ALUMINUM+PC  650*117.6*599.4MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 144000LM £10% >20.95 80 20°/40°

LD-STM-C

LD-STM-D



3 1 LED Stadium Light

INPUT VOLTAGE POWER  MATERIAL DIMENSION

AC85-265V 500W ALUMINUM+PC 700*418*209MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 50000LM +10% >0.95 80 25°/40°/60°

LTS |

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 1000W
AC85-265V 1200W

ALUMINUM +PC
ALUMINUM +PC

684*268*987MM
684*268*987MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 100000LM£10% >0.95 80 20°/40°
3000K/4000K/6000K 120000LM+10% >0.95 80 20°/40°



LED Inground Light

INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V/DC24V 3W  GLASS+304STAINLESS STEEL ®100*80MM 95MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K  270LM+10% >20.95 80 15°/30°/45°/60°/90°

LD-IGL-A3W

INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V/DC24V S5W  GLASS+304STAINLESS STEEL  ®120*90MM 95MM

CCT LUMINOUS POWER FACTOR  CRI BEAN ANGLE

3000K/4000K/6000K 450LM >0.95 80 15°/30°/45°/60°/90°

LD-IGL-A5W

INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V/DC24V
AC85-265V/DC24V

6W  GLASS+304STAINLESS STEEL ®130*95MM
7W  GLASS+304STAINLESS STEEL ®150*95MM

115MM
135MM

LUMINOUS POWER FACTOR BEAN ANGLE

3000K/4000K/6000K
3000K/4000K/6000K

540LM £10%
630LM £10%

15°/30°/45°/60°/90°
15°/30°/45°/60°/90°

LD-IGL-A6W

INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V/DC24V 9W GLASS+304STAINLESS STEEL  ®160*95MM 145MM

BEAN ANGLE

LUMINOUS POWER FACTOR CRI

3000K/4000K/6000K  810LM+10% 15°/30°/45°/60°/90°

LD-IGL-A9W




LED Inground Light LED Inground Light

INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V/DC24V 12W  GLASS+304STAINLESS STEEL ®180*95MM 155MM

cCcT LUMINOUS POWER FACTOR CRI  BEAN ANGLE
3000K/4000K/6000K  1080LM+10% >0.95 80  15°/30°/45°/60°/90°
INPUT VOLTAGE POWER  MATERIAL DIMENSION HOLE SIZE
AC85-265V/DC24V 18W GLASS+304STAINLESS STEEL ®230*95MM 205MM
LD-IGL-A12W
cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE LD-IGL-AT8W
3000K/4000K/6000K  1620LM10% >0.95 80  15°/30°/45°/60°/90°
INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V DC24V 15W  GLASS+304STAINLESS STEEL  ®210*95MM 185MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE

3000K/4000K/6000K  1350LM+10% >0.95 80 15°/30°/45°/60°/90°
INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V/DC24V  24W GLASS+304STAINLESS STEEL ®250*95MM 235MM
AC85-265V/DC36V  36W GLASS+304STAINLESS STEEL ®300*95MM 290MM

LD-IGL-AT15W

cCT LUMINOUS POWER FACTOR CRI BEAN ANGLE LD-I1GL-A24W

3000K/4000K/6000K 2160LM+10% >0.95 80 15°/30°/45°/60°/90°
3000K/4000K/6000K 3240LM+10% 20.95 80 15°/30°/45°/60°/90°




LED Inground Light LED Inground Light

INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

AC85-265V DC12/24V 3W ALUMINUM ®100*H105MM 95MM
AC85-265V DC12/24V 6W ALUMINUM ®120*H115MM 110MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  270LM+10% >0.95 80  15°/30°/45°/60°/90°
3000K/4000K/6000K  540LM+10% 20.95 80  15°/30°/45°/60°/90°

INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE

LD_'GL_OA AC85-265V DC12/24V 15W ALUMINUM ®180*H145MM  170MM
AC85-265V DC12/24V 18W ALUMINUM  ®200*H155MM  195MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE LD % I G L_ OC
3000K/4000K/6000K 1350LM+10% >0.95 80 15°/30°/45°/60°/90°
3000K/4000K/6000K 1620LM+10% >0.95 80 15°/30°/45°/60°/90°
INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE
AC85-265V DC12/24V 9w ALUMINUM ®150*H120MM  135MM
AC85-265V DC12/24V 12W ALUMINUM ®160*H135MM  143MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  810LM+10% >20.95 80  15°/30°/45°/60°/90°
3000K/4000K/6000K  1080LM +10% >0.95 80  15°/30°/45°/60°/90°

LD-IGL-OB

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 18W ALUMINUM ®175*H250MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 1620LM+10% >20.95 80 60°

LD-IGL-L




LED Inground Light LED Inground Light [

:

INPUT VOLTAGE POWER  MATERIAL DIMENSION HOLE SIZE
DC24V 3W  GLASS+STAINLESS STEEL  200*80*S50MM  190*70MM
DC24V SW  GLASS+STAINLESSSTEEL  200*80*50MM  290*80MM
DC24V 7W  GLASS+STAINLESSSTEEL  300*90*70MM  290*80MM
DC24V OW  GLASS+STAINLESSSTEEL  300*90*70MM  490*80MM
DC24V 12W  GLASS+STAINLESSSTEEL  500*90*70MM  990*80MM
DC24V 18W  GLASS+STAINLESS STEEL  1000%90*70MM  990*80MM
DC24V 24W GLASS+STAINLESS STEEL 1000*90*70MM  990*80MM
DC24V 36W GLASS+STAINLESS STEEL 1000*90*70MM  990*80MM
cCcT LUMINOUS POWER FACTOR CRI  BEAN ANGLE
3000K/4000K/6000K  240LM +10% >0.95 80 30°/60°/120°
3000K/4000K/6000K  400LM +10% >0.95 80 30°/60°/120° LD-IGL-MNR LD-IGL-MNS
3000K/4000K/6000K  560LM+10% >0.95 80 30°/60°/120°
3000K/4000K/6000K  720LM +10% >0.95 80 30°/60°/120°
LD-IGL-S 3000K/4000K/6000K  960LM +10% >0.95 80 30°/60°/120°
3000K/4000K/6000K  1440LM+10% >0.95 80 30°/60°/120°
3000K/4000K/6000K  1920LM+10% >0.95 80 30°/60°/120°
3000K/4000K/6000K  2880LM+10% >0.95 80 30°/60°/120° - -
INPUT VOLTAGE POWER MATERIAL DIMENSION  HOLE SIZE
DC12-24V 1W-3W  ALUMINUM  ®40*41MM/®40*58MM  28MM
LD-IGL-MNR +STAINLESS STEEL
cCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000/4000/6000K  80-240LM+10% >0.95 -80  15°/30°/60°
s )
. &
INPUT VOLTAGE POWER MATERIAL DIMENSION HOLE SIZE
DC12-24V 3W ALUMINUM  45*45*H40MM  34MM
LD-IGL-MNS
cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000/4000/6000K  150LM+10% >0.95 >80  15°/45°/60°
INPUT VOLTAGE POWER  MATERIAL DIMENSION  HOLE SIZE \. b
DC12-24V 3W ALUMINUM  ®50*47MM 33MM
cCT LUMINOUS POWER FACTOR CRI  BEAN ANGLE
3000K/4000K/6000K  180LM +10% >0.95 >80  60°Q1,Q2,Q3

LD-IGL-MNO




INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V ALUMINUM D100*H70MM

LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 240LM+10%

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V ALUMINUM D100*H70MM

LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 480LM+10%

Outdoor Wall Light

LD-OWL-AU

LD-OWL-AUD




Outdoor Wall Light Outdoor Wall Light

INPUT VOLTAGE POWER MATERIAL DIMENSION

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 12W ALUMINUM D100*H70MM AC85-265V 2*3W ALUMINUM 135*115*100MM

AC85-265V 2*5W ALUMINUM 135*115*100MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 960LM+10% 20.95 80 90° 3000K/4000K/6000K 480LM+10% >0.95 80 20-150°
3000K/4000K/6000K 800LM+10% >0.95 80 20-150°

LD-OWL-BR

LD-OWL-AF

INPUT VOLTAGE POWER MATERIAL DIMENSION

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 12W ALUMINUM  100*100*100MM AC85-265V 3*2W ALUMINUM 115*90*35MM

AC85-265V 18W ALUMINUM 135*100MM AC85-265V 5*2W ALUMINUM 175*90*35MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 960LM+10% >0.95 80 20-150° 3000K/4000K/6000K 480LM+10% >0.95 80 120°
3000K/4000K/6000K 1440LM*10% >0.95 80 20-150° 3000K/4000K/6000K 800LM+10% 20.95 80 120°

LD-OWL-BS

LD-OWL-CUD




Outdoor Wall Light Outdoor Wall Light

LD-OWL-DUD
INPUT VOLTAGE POWER  MATERIAL  DIMENSION
AC85-265V 6W ALUMINUM  160*90*55MM
AC85-265V 10W ALUMINUM  160*90*55MM
da LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 480LM+10% >0.95 80 45°
3000K/4000K/6000K 800LM +10% >0.95 80 45°
LD-OWL-CU LD-OWL-E
INPUT VOLTAGE POWER  MATERIAL  DIMENSION INPUT VOLTAGE POWER  MATERIAL  DIMENSION
AC85-265V 6W ALUMINUM  100*100*30MM AC85-265V 2*3W ALUMINUM ~ 170*75*75MM
cCT LUMINOUS POWER FACTOR CRI BEAN ANGLE ccT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 480LM +10% >0.95 80 120° 3000K/4000K/6000K 480LM +10% >0.95 80 UP15°DOWN120°

LD-OWL-DD
INPUT VOLTAGE POWER  MATERIAL  DIMENSION
AC85-265V S5W ALUMINUM 80*75*95MM
AC85-265V W ALUMINUM 80*75*95MM
cCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 400LM10% >0.95 80 60° o

3000K/4000K/6000K 560LM*10% >0.95 80 60°

XY 0N
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Outdoor Wall Light

LD-OWL-F

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 8W ALUMINUM ®150MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 640LM+10% >0.95 80 120°

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 12W ALUMINUM+ACRYLIC  290*100MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 960LM+10% >0.95 80 120°

LD-OWL-GD

LD-OWL-GU

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 12W  ALUMINUM+ACRYLIC 290*100MM
cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 960LM+10% >0.95 80 180°
LD-OWL-H
INPUT VOLTAGE POWER  MATERIAL  DIMENSION
AC85-265V oW ALUMINUM 155*165*85MM
cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE

3000K/4000K/6000K 480LM+10% 20.95 80 150°

tdoor Wall Light




Outdoor Wall Light Outdoor Wall Light

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 20W ALUMINUM 760*105MM
CCT LUMINOUS POWERFACTOR CR! BEAN ANGLE
3000K/4000K/6000K 1600LM+10% >0.95 80 30°/60°
LD-OWL-ID LD-OWL-IUD LD-OWL-JR

4 =\
INPUT VOLTAGE POWER  MATERIAL DIMENSION LD-OWL-JS
AC85-265V 6W ALUMINUM 270*50*50MM
LD-OWL-ID INPUT VOLTAGE POWER MATERIAL DIMENSION
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE AC85-265V 6W ALUMINUM 30*30*180MM
AC85-265V 10W/12W  ALUMINUM 90*90*260MM
3000K/4000K/6000K 480LM+10% 50.95 80 180° AC85-265V 18W/24W  ALUMINUM  120%120*300MM
AC85-265V 30W/36W  ALUMINUM  150*150*300MM
e J
- - CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
NBUTVOITAGE POWER  KIATERIAL SIERSION 3000K/4000K/6000K 480LM+10% >0.95 80 30°/60°
IMENS 3000K/4000K/6000K 800/900LM+10%  >0.95 80 30°/60°
AC85-265V 6W ALUMINUM 300*50*50MM 3000K/4000K/6000K 1440/1920LM+10% >0.95 80 30°/60°
LD-OWL-IUD 3000K/4000K/6000K 2400/2880LM+10%  >0.95 80 30°/60°
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 480LM+10% >0.95 80 180°
\_ i
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LD-OWL-L

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 8W ALUMINUM D150MM
AC85-265V 12W ALUMINUM D200MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  640LM £10% 20.95 80 360°
3000K/4000K/6000K  960LM +10% 20.95 80 360°

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V oW STAINLESS STEEL D200MM*H280MM*130MM
+PMMA+ACRYLIC
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 480LM+10% >20.95 80 360°

Outdoor Wall Light

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 50W ALUMINUM 385*247*195MM
AC85-265V 70W ALUMINUM 385*247*195MM
AC85-265V 100W ALUMINUM 385*247*195MM
AC85-265V 120W ALUMINUM 385*247*195MM

CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE L D o OW L_ M
3000K/4000K/6000K 4000LM £10% >20.95 >83 120°
3000K/4000K/6000K 5600LM +10% 20.95 >83 120°
3000K/4000K/6000K 8000LM+10% 20.95 >83 120°
3000K/4000K/6000K 9600LM+10% >0.95 >83 120°
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC100-277V 30W ALUMINUM 167*201*90MM
AC100-277V 70W ALUMINUM 240*285*160MM
AC100-277V 100W ALUMINUM 240*285*160MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 2400LM +10%
3000K/4000K/6000K 5600LM+10%
3000K/4000K/6000K 8000LM+10%

20.95
20.95
20.95

85 120°
85 120°
85 120°

LD-OWL-N



INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 7W  ALUMINUM+GLASS  ®65MM*145MM,H400MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K  560LM+10% 20.95 80 30°
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 10W ALUMINUM+GLASS  ®68*125MM,H310MM
®100*135MM,H320MM
AC85-265V 15W ALUMINUM+GLASS  ®68*125MM,H310MM
®100*135MM,H320MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 1100LM +10% >0.95 80 36°
3000K/4000K/6000K 1650LM +10% >20.95 80 36°

LED Garden Light

LD-GAR-A

LD-GAR-B
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LD-GAR-C
(- N
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V SW  PLASTIC+GLASS  ®75*390MM/®75*430MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K  400LM+10% >0.95 80 30°
L ¥
LD-GAR-D
4 N
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 5W ALUMINUM  ®55MM*115MM,H265MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K  400LM+10% 20.95 80 30°
. J/

LD-GAR-D

LD-GAR-C

- . T

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V S5W  ALUMINUM+GLASS ®48*75MM,H275MM ®48*158 H360MM
AC85-265V 1ow  ALUMINUM+GLASS  ®60*95MMH335MM  ®60*178H420MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 400LM £10% >0.95 80 34"
3000K/4000K/6000K 800LM +10% >0.95 80 30°
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 3W ALUMINUM+GLASS ®84.5*335MM
AC85-265V 5W ALUMINUM+GLASS ®84.5*335MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 330LM£10% >0.95 80 24°
3000K/4000K/6000K 550LM+10% >0.95 80 24°

LED Garden Light

LD-GAR-E

LD-GAR-F

"}



LED Garden Light

&

INPUT VOLTAGE POWER MATERIAL DIMENSION
INPUT VOLTAGE POWER  MATERIAL DIMENSION
AC85-265V 3W ALUMINUM  ®100*300MM ®100*340MM
AC85-265V 3W  ALUMINUM+GLASS ~ ®105*480MM AC85-265V S5W ALUMINUM  ®100*300MM ®100*340MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 330LM+10% >0.95 80  15°/30°/45°/60°/90° 3000K/4000K/6000K  330LM +10% >0.95 80 36° LD-GAR-I
3000K/4000K/6000K  550LM +10% >0.95 80 36°
LD-GAR-G
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 3W  ALUMINUM+GLASS ~ ®75*135MM,H350MM
AC85-265V 5W  ALUMINUM+GLASS ~ ®75*135MM,H360MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 240LM +10% >0.95 80 36°
INPUT VOLTAGE POWER  MATERIAL DIMENSION SO0k, A0K 000K AODLINET0% b 80 26°
AC85-265V W  ALUMINUM+GLASS ~ ®41*75MM,H230MM
AC85-265V 3W  ALUMINUM+GLASS ~ ®50*75MM,H220MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 110LM+10% >0.95 80  15°/30°/45°/60°/90°
3000K/4000K/6000K 330LM+10% >0.95 80  15°/30°/45°/60°/90°

LD-GAR-H
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INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 3W ALUMINUM+GLASS ®50*270MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 240LM+10% >0.95 80 36°
LD-GAR-K
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V W  ALUMINUM+ACRYLIC ®55*%128MM H88-220MM
LD-GAR-M
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K 560LM+10% >0.95 80 30°
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 3W ALUMINUM+GLASS ®43*65MM,H215MM INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 5W ALUMINUM+GLASS ®60*95MM,H235MM
DC12-24V 3W ALUMINUM  ®45*85MM,H360MM
CCT LUMINOUS POWER FACTOR CRI BEAN ANGLE LD-GAR-N
3000K/4000K/6000K  330LM£10% 50,95 30 3 cCcT LUMINOUS POWER FACTOR CRI BEAN ANGLE
3000K/4000K/6000K - 550LM£10% 2039 2d 20 3000K/4000K/6000K 240LM+10% >0.95 80 30°

LD-GAR-L




LED Bollard Light

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 12W ALUMINUM  300/800-4000*210MM
AC85-265V 24W ALUMINUM  300/800-4000*210MM

CCT LUMINOUS POWER FACTOR CRI

61
ED Bollard Light

3000K/4000K/6000K  960LM£10% >0.95 80
3000K/4000K/6000K  1920LM +10% >0.95 80
LD-BOL-A
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 12W  ALUMINUM+GLASS  800*200MM
AC85-265V 24W  ALUMINUM+GLASS  800*200MM
da LUMINOUS  POWER FACTOR  CRI
3000K/4000K/6000K  960LM+10% >0.95 80
3000K/4000K/6000K  1920LM +10% >0.95 80

LD-BOL-B




LED Bollard Light [#D Bollard Light \ 6 4%
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INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V 12W ALUMINUM 300/800-4000*150MM
AC85-265V 24W ALUMINUM 300/800-4000*150MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 960LM +£10% >0.95 80
3000K/4000K/6000K  1920LM +10% >0.95 80
LD-BOL-C
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 7W ALUMINUM 600*163MM/300*163MM
AC85-265V T0W ALUMINUM 600*163MM/300*163MM LD_BO L_E
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 560LM +10% >0.95 80
3000K/4000K/6000K 800LM +10% >0.95 80
INPUT VOLTAGE POWER MATERIAL DIMENSION INPUT VOLTAGE POWER MATERIAL DIMENSION
AC100-265V W ALUMINUM 600*149MM/256*149MM AC85-265V W ALUMINUM 600*163MM
AC100-265V 10W ALUMINUM  600*149MM/256*149MM LD-BOL-F
CCT LUMINOUS POWER FACTOR CRI
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 560LM +10% >0.95 80
3000K/4000K/6000K 560LM+10% >0.95 80
3000K/4000K/6000K 800LM+10% >0.95 80

LD-BOL-D




LED Bollard Light

LD-BOL-G
INPUT VOLTAGE POWER  MATERIAL DIMENSION
AC85-265V 12W  ALUMINUM  600*120MM/300*120MM
cCcT LUMINOUS POWER FACTOR  CRI
3000K/4000K/6000K ~ 960LM+10% >0.95 80
LD-BOL-H
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V TW ALUMINUM  600*111TMM/300*111MM
cCcT LUMINOUS  POWER FACTOR  CRI
3000K/4000K/6000K  560LM+10% >0.95 80

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V W ALUMINUM 600*111MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  560LM+10% 20.95 80
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 7W  ALUMINUM+ACRYLIC 790*225MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  560LM+10% 20.95 80

LED Bollard Light

LD-BOL-I

LD-BOL-J




LED Bollard Light

INPUT VOLTAGE POWER MATERIAL DIMENSION INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V TW ALUMINUM 510*300MM AC85-265V TW ALUMINUM 600*90MM
CCT LUMINOUS POWER FACTOR CRI CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 560LM +£10% >0.95 80 3000K/4000K/6000K  560LM+10% 20.95 80
LD-BOL-M
LD-BOL-K
INPUT VOLTAGE POWER MATERIAL DIMENSION INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 7W  ALUMINUM+GLASS 250/450/650MM*120MM AC85-265V 7W  ALUMINUM+GLASS 600*116MM
CCT LUMINOUS POWER FACTOR CRI CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  560LM+10% >0.95 80 3000K/4000K/6000K  560LM+10% >0.95 80
LD-BOL-L LD-BOL-N

.-



LED Bollard Light LED Bollard Light

LD-BOL-O
INPUT VOLTAGE POWER  MATERIAL DIMENSION INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V W ALUMINUM 400/600MM*90MM AC85-265V W ALUMINUM 600*100MM
CCT LUMINOUS POWER FACTOR CRI CCT LUMINOUS POWER FACTOR CRI
LD-BOL-Q LD-BOL-R
3000K/4000K/6000K  560LM+10% >0.95 80 3000K/4000K/6000K  560LM+10% 20.95 80
INPUT VOLTAGE POWER MATERIAL DIMENSION INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V W ALUMINUM 500*180MM AC85-265V W ALUMINUM 600*100MM
CCT LUMINOUS POWER FACTOR CRI CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  560LM+10% >0.95 80 3000K/4000K/6000K  560LM+10% >0.95 80

LD-BOL-P




LED Bollard Light LED Bollard Light

( LD-BOL-S )
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V TW ALUMINUM 600*164MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  560LM+10% >0.95 80
( LD-BOL-T )
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 5W ALUMINUM  600/800MM*105MM*105MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 400LM£10% >0.95 80

LD-BOL-S

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 5W  ALUMINUM+ACRYLIC  600*100MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 400LM+10% >0.95 80

LD-BOL-U

LD-BOL-T




LED Wall Washer

INPUT VOLTAGE POWER MATERIAL DIMENSION

DC24V 9*1W ALUMINUM W45*H33*L500MM

DC24V 18*1TW ALUMINUM W45*H33*L1000MM

DC24V 24*1W ALUMINUM W45*H33*L1000MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE LD_WWL_ A

3000K/4000K/6000K 720LM+10% >0.95 80 30°/45°/60°
3000K/4000K/6000K 1440LM+10% >0.95 80 30°/45°/60°
3000K/4000K/6000K 1920LM*10% >0.95 80 30°/45°/60°

INPUT VOLTAGE POWER MATERIAL DIMENSION

AC85-265V/DC24V 12W ALUMINUM+GLASS W28*47MM

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

0.75 >80,275  30°/45°/60° LD-WWL-B

3000K/4000K/6000K 1440LM*10%




5 LED Wall Washer
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LED Step Light

POWER  MATERIAL e o
LD-WWL-C INPUT VOLTAGE DIMENSION ” -

AC85-265V/DC24V 18W ALUMINUM  L1000*W50*H55MM ,/
30°
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 1440LM+10% >0.95 70
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INPUT VOLTAGE POWER

MATERIAL

DIMENSION

LD-STE-ASR

LD-STE-ALR

AC85-265V 3W ALUMINUM+GLASS 90*90*32MM

CCT LUMINOUS

POWER FACTOR CRI

3000K/4000K/6000K  240LM+10%

INPUT VOLTAGE POWER

20.95 80

MATERIAL DIMENSION

AC85-265V 2W
AC85-265V 2W
AC85-265V 4W
CCT LUMINOUS

ALUMINUM 85*85*H55MM
ALUMINUM 105*60*H55MM
ALUMINUM 210*60*H55MM

POWER FACTOR CRI

3000K/4000K/6000K  160LM+10%
3000K/4000K/6000K  160LM+10%
3000K/4000K/6000K  320LM*10%

>0.95 80
>0.95 80
>0.95 80

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 2W ALUMINUM 60*210*H55MM
AC85-265V 2W ALUMINUM 60*105*H55MM

CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  160LM+10% >0.95 80
3000K/4000K/6000K  160LM+10% 20.95 80

INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 2W ALUMINUM D86*30MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K 160LM +£10% >0.95 80

LED Step Light

LD-STE-AWR

LD-STE-ARR




LED Step Light

LD-STE-BLR

INPUT VOLTAGE POWER  MATERIAL DIMENSION
AC85-265V 3W ALUMINUM 185*45*37MM
CCT LUMINOUS POWER FACTOR  CRI
3000K/4000K/6000K  240LM+10% >0.95 80

' I

7
LD-STE-CSWW
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 6W ALUMINUM ®150*35MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  480LM+10% >0.95 80
LD-STE-CSWW
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 6W ALUMINUM 150*150*35MM
CCT LUMINOUS POWER FACTOR CRI
3000K/4000K/6000K  480LM+10% >0.95 80
LD-STE-CLWW
80
INPUT VOLTAGE POWER MATERIAL DIMENSION
AC85-265V 6W ALUMINUM 200*90*35MM
CCT LUMINOUS POWER FACTOR CRI

3000K/4000K/6000K  480LM+10% >0.95

)
LED Step Li‘g'ht




LED Step Light LED Step Light

INPUT VOLTAGE POWER MATERIAL DIMENSION

DC12-24V W ALUMINUM  ®36*39*27MM
cCT LUMINOUS POWERFACTOR CRI BEAN ANGLE
3000K/4000K/6000K 60LM +10% >0.95 >80 180°
INPUT VOLTAGE POWER MATERIAL DIMENSION
LD-STE-D DC12-24V/AC12V W ALUMINUM  ®35*36*27MM
CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE LD-STE-K
3000K/4000K/6000K 80LM+10% >0.95 >80 150

\\Q’ / INPUT VOLTAGE POWER  MATERIAL  DIMENSION

' | 4 X \ DC12-24V A ALUMINUM D40*33*27TMM
\

a2 | /

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

@

3000K/4000K/6000K 95LM+10% >0.95 >80 D

=)

LD-STE-J

INPUT VOLTAGE POWER  MATERIAL DIMENSION

DC12V TW ALUMINUM+3 ®40*20*27MM
O4STAINLESS STEEL

CCT LUMINOUS POWERFACTOR CRI BEAN ANGLE

3000K/4000K/6000K 90LM£10% >0.95 >80 90°

LD-STE-L




